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The Model 3132A is a highly compact and easy t。 use insulati。n and continuity tester 
Designed to strict IEC61010-1 safety standards, it has an IP protection rating of IP54 and is 
ideally suited to more ardu。us environments. The instrument offers 3 insulation test ranges, a 3 
Q c。ntinuity range and a 500 Q resistance range 

•selection Guide 

計
•Features 
eDust and dr;p proof construcUon 

(des;gned to IEC 60529 IP54) 
eDes;gned lo m研t IEC61010 1 and IEC61557 

safety standard. f「

•Layout Diagram 
e1 mA rafed test current at the m;n;mum res;stance. \. J 
e2oomA measu,;ng current on conUnu;ty tesU呵
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eAutomaUc discharge叫drcu;t capaαtance. 
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(Any cha旬e st。red ;n the cfrcu;t under test糊II be 
automat；自cally d;scharged atter tesUng.) 
﹒Uve αrcu;t warn;ng buzzer and ne。n lamp. 
esmall and 1;ghtwe;ght. Shock res;stant new case 

mater陷！
eAc v。”meter w;th 1;ner, easy to read scale 
eoperates 。n AA, R6P×6 d叩batter;es.

•Accessory Test leads MODEL 7122 

•why insulation test is necessary? 
All Hve conduct。rs of electr;cal appHances and ;nstallaUons must be ;nsulated to prevent electr;c shock hazards 
from ;nadvertent c。ntact, fire hazards fr。m sh。rt c;rcu;t and equ;pment damage. In add;Uon, a low ;nsulaUon 
resistance ;n ;nstallat;on w;11 result ;n a leakage current, and hence causes a waste of energy wh;ch would , 
;ncrease the runn;ng c。sts of the ;nstallaU。n
lnsul訓，。n res;stance must be check by app削ng appl;ances or ;nstallaUon a h;gher v。ltage than ;ts n。rmal I 、...／
work;ng volta肝，扭曲use an ;nsulaUon re到stan回；s lowe, at h;gher voltage than at lowe, voltage. KYORITSU's 
1nsulaUon resistance leste,s provide measu,emenl al high levels of test voltages. 
Pe,;od;cal test ;s also ;mportant t。 ensu用that ;nsulaU。n of ;nstallat;ons o, appHances ;s not dete,;o,at;ng 
Fore;gn matter and mechan;cal fact。rs 1;ke wear 。r breakage may reduce ;nsulaU。n res;stance. Regular tests 
and data logs can detect p。ss;ble fault ;n ;nsulat;on. 

Minimum value of insulation resistance by IEC60364·6·61 TABLE 61A 
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